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Program Description

Photometric and electrical testing of a JR4-50-GT2-GY-**-AC Type C LED Luminaire to IES LM-79-19.

Executive Summary

Sample Tested = JR4-50-GT2-GY-**-AC

Spacing Criterion (0-180°) Spacing Criterion (90-270°)
Stabilization Time

(Light & Power)

1.78 1.8 30

Sample Number = 44003157

Driver = Sosen SS-35VA-L50BHL

LED Module = CREE XHP35.2

Luminous 

Efficacy

(Lumens/Watt)

Luminous Flux

(Lumens)

Input Power

(Watts)
Power Factor
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Test Sample Pictures

The following sample was submitted for evaluation:
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Goniophotometer

97.00

3699.7

Date Tested 6/14/2024
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Ambient Temperature 24.9

Power Factor 0.9891

Total Hamonic Distortion (THD A)% 7.98

Additional Information
Sample Reference

JR4-50-GT2-GY-**-AC

Input Voltage (Volts AC) 120.00

Input Current (Amps) 0.32

Input Frequency (Hertz) 60.0

Electrical Input Results:
Sample Reference

JR4-50-GT2-GY-**-AC

Input Power (Watts) 38.1

Spacing Criteria (0°-180°)/(90°-270°) 1.78 / 1.78

Stabilization Time (Light and Power) 30 minutes

Luminous Efficacy (Lumens/Watt)

Total Luminous Flux (Lumens)

Test Result
The following results were measured after stabilization of the sample in the Integrating Sphere (unless otherwise 

stated). Stability shall be achieved when the variation (Maximum to minimum) of at least three readings of the light 

output and electrical power consumption, taken at a maximum of 10 minute intervals over a period of 20 minutes and 

divided by the last of these measurements chronologically, is less than 0.5%.

Key Photometric Results

Sample Reference

JR4-50-GT2-GY-**-AC

Total Run Time (Goniophotometer) 45 minutes
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35 27 22 34 27 2210 50 36 28 22 49

2539 31 25 38 30 25

33 27 2236 28 22

38 32

39 32 28 26

9 54 39 31 25 52

41 33 28 40 33 28

2337 30 25 36 29

8 58 43 34 28 56 43 34 28

34

7 62 48 39 32 60

50 42 36 49 42 36

2944 37 31 43 36 3147 38 32 45

46 4159 50 43 56 48 42

47 41 366 67 53 44 37 65 52 43 37

73 66 60

59 53 49 46

5 73 60 50 43 71

64 56 50 61 55 49

3954 47 42 52

4 80 68 58 51 78 66 58 51

70 68

3 88 77 69 62 86

84 78 73 80 76 72

5670 64 59 67 62 5876 68 61

83

2 98 89 82 76 95 87 81 75

93 90 88 90 87 85101 97 94 97 94 91

77 73

1 109 104 99 95 106

111 111 111 102 102 102 100106 106 1060 119 119 119 119 116 116 116 116

30 10

40-70° 2002.83 54.1

50 30 10RW 70 50 30 10

28.8 90-180° 0.00 0.0 70-80°

70

0.00

Coefficients of Utilization

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0

050 30 10 50 30 1050

0.00

0-180° 3699.70 100.0 0-90° 3699.70 90-180°

0.00

110-180° 0.00 0.0 80-90° 17.53 170-180° 0.00

0.0 60-70° 619.50 150-160°

274.58 160-170°

0.0 50-60° 697.91 140-150°

0.00

0-80° 3682.17 99.5 90-120° 0.00 0.0 40-50° 685.42 130-140° 0.00

0.0 30-40° 613.57 120-130°

0.0090-130° 0.00

0.00

0-40° 1404.76 38.0 80-90° 17.53 0.5 20-30° 450.40 110-120° 0.00

70-80° 274.58 7.4 10-20° 258.79 100-110°

0-20° 340.78 9.2 60-80° 894.08

0-60° 2788.09 75.4 90-110° 0.00

0-90° 3699.70 100.0

10-90° 3617.71 97.8 90-150° 0.00

20-50° 1749.40 47.3

20-40° 1063.98

Luminous Width (90-270°): 0.48 ft

Luminous Height: 0.00 ft

Zonal Lumen Summary

Zone Lumens %Fixt Zone Lumens %Fixt Zone Lumens Zone Lumens

24.2 0-10° 82.00 90-100° 0.00

0-30° 791.19 21.4

Luminous Length (0-180°): 0.48 ft 85 1607 3749 2678

Spacing Criterion (Diagonal): 1.76 75 8295 30657 72856

Spacing Criterion (90-270°): 1.78 65 18112 48594 130984

Spacing Criterion (0-180°): 1.78 55 29214 94395 98382

Efficacy(lm/W): 97.10 45 54523 115712 66140

Input Wattage (W): 38.1 Degrees 0° 45° 90°

Photometric Test Results

Characteristics Luminance Data (cd/sq.m)

Total Lumens: 3699.70 Angle In Average
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37.0 37.8 38.227.8 28.6 29.5 37.3 38.2 36.5 37.3

38.2 36.6 37.1

Maximum UGR = 38.5
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37.1 37.6 38.2

36.6 37.2 37.1 37.7 38.238.2

8H 27.8 28.4 29.4 37.1

6H 27.8 28.5 29.5 37.212H

4H

37.7 38.2

12H 27.7 28.2 29.3 37.1 38.2 36.6

27.7 28.3 29.3 37.2 38.2 36.6 37.28H

37.1 37.1 37.6 38.2

8H

4H 27.7 28.6 29.5 38.3

6H 27.7 28.4 29.4 37.3 38.3 36.6 37.3 37.1

37.4 38.3 36.5 37.4 36.9 37.8

37.8 38.3

37.1

38.0 38.4

12H 25.4 26.2 27.1 37.4 38.4 36.6 37.4 37.1 37.9 38.4

8H 25.4 26.3 27.2 37.5 38.4 36.6 37.5 37.1

0.0

38.1

34.9 32.7 34.1 33.1 34.5

38.5

6H 25.4 26.4 27.3 37.6 38.5 36.6 37.6 37.1 38.1 38.5

37.7 37.0

34.9

37.9

38.5
4H

2H 24.6 26.0 26.8 34.1

3H 25.2 26.5 27.3

4H 25.4 26.5 27.3 37.7 36.5

37.1 37.9 35.9 37.1 36.3

38.438.4

12H 23.7 25.0 25.8 37.4

8H 23.7 25.0 25.8 37.5

38.2 36.2 37.4 36.6 37.8 38.2

36.2 37.5 36.6 37.9 38.338.3

34.5 33.1 34.8 35.1

38.3 36.2 37.6 36.6 37.9 38.3

36.2 37.6 36.6 38.0

6H 23.8 25.1 25.9 37.6

4H 23.7 25.2 25.9 37.6

30 30

3H 23.7 25.2 25.9 37.3

Room Size UGR Viewed Crosswise	 UGR Viewed Endwise	

X=2H

Y=2H 23.2 24.9 25.6 34.5 35.1

38.0 35.7 37.3 36.1 37.6 38.0

32.8

Floor Cavity 20 20 20 20

70 50 50 30

Walls 50 30 50 30 30

20 20 20 20 20 20

50 30 50

Reflectances Reflectances

Ceiling Cavity 70 70 50 50 30 70

UGR Table
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0.0 2.5 5.0 7.5 10.0 12.5 15.0 17.5 20.0 22.5 25.0 27.5 30.0 32.5 35.0 37.5 40.0 42.5 45.0 47.5 50.0 52.5 55.0 57.5 60.0 62.5 65.0 67.5 70.0 72.5 75.0 77.5 80.0 82.5 85.0 87.5 90.0

0 844 1010 1139 1259 1356 1443 1510 1543 1556 1524 1496 1470 1436 1387 1300 1196 1077 955 826 687 553 432 359 303 253 209 164 121 92 66 46 30 16 8 3 1 0

5 844 983 1117 1233 1340 1430 1499 1548 1553 1538 1504 1478 1452 1401 1321 1220 1104 985 860 724 587 466 379 318 267 219 175 133 96 72 51 32 19 9 4 2 0

10 844 985 1117 1237 1340 1431 1504 1549 1561 1543 1512 1487 1463 1423 1352 1254 1141 1022 898 765 629 503 407 339 284 233 186 141 104 76 54 35 20 10 4 1 0

15 844 984 1112 1230 1334 1425 1501 1550 1570 1561 1537 1515 1496 1463 1403 1313 1202 1086 964 827 686 562 458 378 315 259 208 159 116 84 59 38 22 11 5 2 0

20 844 976 1102 1218 1322 1414 1495 1551 1581 1584 1566 1548 1534 1511 1463 1385 1283 1167 1047 915 768 632 529 443 367 302 244 189 138 97 68 44 25 12 5 2 0

25 844 974 1096 1207 1309 1401 1483 1547 1584 1603 1591 1580 1573 1560 1534 1471 1379 1268 1148 1014 862 725 600 515 436 358 288 224 166 120 80 52 30 13 6 1 0

30 844 968 1087 1194 1294 1387 1471 1544 1594 1620 1630 1621 1617 1622 1607 1575 1496 1392 1272 1136 983 808 684 580 497 411 326 258 196 141 100 64 38 18 5 2 0

35 844 957 1071 1176 1274 1365 1453 1532 1595 1635 1663 1665 1673 1687 1692 1682 1631 1544 1436 1287 1118 923 764 629 544 447 359 287 221 164 121 83 49 23 5 2 0

40 844 947 1051 1153 1248 1340 1430 1510 1584 1639 1676 1701 1717 1738 1767 1771 1755 1695 1605 1486 1319 1122 877 709 587 483 392 320 256 198 151 105 61 26 7 2 0

45 844 940 1040 1136 1228 1315 1402 1487 1564 1631 1683 1722 1754 1787 1822 1848 1848 1817 1753 1663 1547 1380 1160 883 697 555 440 349 281 224 170 115 63 24 7 2 0

50 844 930 1021 1111 1199 1285 1367 1450 1536 1610 1679 1731 1774 1816 1859 1898 1918 1898 1850 1781 1709 1631 1494 1294 1010 794 594 438 322 242 173 109 52 22 4 2 0

55 844 918 1001 1085 1165 1243 1325 1407 1489 1572 1649 1715 1772 1821 1869 1916 1950 1952 1919 1864 1818 1789 1759 1670 1511 1300 1075 835 604 398 239 115 52 16 5 2 0

60 844 906 979 1053 1127 1201 1275 1351 1432 1514 1595 1673 1741 1798 1847 1891 1930 1962 1959 1939 1909 1914 1930 1935 1897 1805 1676 1519 1277 952 589 296 100 28 5 2 0

65 844 895 956 1023 1090 1155 1225 1296 1372 1448 1525 1605 1682 1743 1791 1829 1864 1904 1951 1968 1990 2032 2082 2133 2165 2148 2074 1922 1698 1328 899 449 180 25 6 2 0

70 844 882 933 985 1043 1103 1165 1229 1296 1367 1440 1513 1581 1643 1695 1727 1757 1801 1861 1935 2011 2095 2190 2282 2359 2347 2267 2128 1800 1412 933 498 116 37 5 2 0

75 844 872 911 953 998 1047 1100 1157 1216 1275 1336 1398 1460 1514 1561 1593 1617 1649 1703 1780 1896 2036 2187 2322 2410 2438 2358 2175 1816 1369 907 441 149 30 7 2 0

80 844 860 888 918 951 990 1032 1078 1127 1178 1228 1276 1322 1364 1396 1418 1433 1459 1486 1537 1630 1778 1941 2085 2187 2219 2192 2014 1708 1311 857 407 135 28 6 2 0

85 844 850 865 882 903 927 956 988 1024 1062 1098 1133 1167 1196 1212 1219 1219 1227 1231 1248 1305 1414 1528 1628 1681 1677 1640 1511 1284 994 646 314 93 30 6 2 0

90 844 839 842 847 855 866 881 899 918 939 961 983 1002 1018 1023 1019 1010 1006 1002 1002 1053 1127 1209 1271 1307 1262 1186 1054 858 632 404 212 73 27 5 2 0

95 844 826 817 810 806 805 807 812 818 826 835 843 851 855 853 840 829 822 817 820 859 924 1006 1069 1102 1066 996 891 706 510 320 170 59 21 6 2 0

100 844 814 793 776 761 749 740 732 727 723 719 716 713 707 694 678 658 645 633 619 649 715 784 837 866 833 771 683 546 386 248 128 54 19 6 2 0

105 844 803 773 745 719 697 677 659 642 627 612 596 576 560 541 519 496 477 463 444 441 489 530 557 557 532 475 407 333 242 158 83 41 13 5 2 0

110 844 792 751 714 679 646 618 589 556 531 508 482 460 440 417 394 369 350 335 319 314 317 330 335 322 288 249 211 172 131 91 56 27 13 4 2 0

115 844 782 732 683 639 599 562 524 486 454 430 408 389 370 351 332 313 295 285 275 265 258 250 236 217 194 170 146 123 97 73 48 29 12 5 1 0

120 844 772 712 657 605 552 502 463 433 406 385 368 356 344 331 317 300 285 273 263 252 238 220 202 184 168 151 135 117 97 75 51 29 13 5 2 0

125 844 766 697 633 573 515 463 426 398 377 364 354 345 335 323 310 293 276 262 250 236 223 209 194 179 166 151 135 120 102 81 58 33 15 5 2 0

130 844 759 682 610 543 481 432 401 376 364 355 347 338 329 319 303 285 264 247 236 228 218 206 192 180 168 155 142 127 110 90 63 35 16 6 1 0

135 844 750 666 589 515 453 410 382 366 356 348 341 334 326 316 296 271 252 239 230 223 214 204 193 184 174 164 152 138 121 100 72 41 17 5 1 0

140 844 745 654 572 497 433 395 370 359 350 344 338 332 324 305 281 261 247 236 228 220 213 206 198 192 185 177 164 150 131 109 79 44 21 6 2 0

145 844 739 644 554 477 418 382 365 354 347 341 336 332 317 291 273 258 248 239 231 224 217 211 207 203 198 189 177 160 142 125 96 64 30 11 1 0

150 844 739 637 544 463 408 374 362 352 345 340 336 329 309 280 268 258 251 244 237 230 224 220 218 216 212 201 190 181 172 161 130 90 42 16 1 0

155 844 733 628 531 445 399 372 359 351 344 340 335 324 298 277 265 258 252 246 241 236 232 231 231 229 223 216 215 216 210 190 156 102 50 14 2 0

160 844 728 620 522 440 392 368 356 349 344 340 334 314 291 275 265 259 253 248 244 241 240 241 241 238 234 236 242 243 233 206 160 102 46 14 2 0

165 844 727 615 519 430 386 365 354 347 343 339 330 309 288 275 267 260 256 253 249 246 245 246 246 243 244 251 255 254 240 206 156 96 41 12 2 0

170 844 726 612 509 431 384 363 352 346 342 338 329 307 286 276 269 263 258 254 249 247 247 249 247 245 249 255 257 251 234 198 145 86 37 10 2 0

175 844 723 610 508 427 385 361 352 345 341 338 328 302 287 278 271 264 257 252 248 247 249 251 248 247 250 254 253 244 219 185 132 79 30 11 1 0

180 844 747 626 511 437 385 367 354 346 342 337 328 309 286 280 273 265 258 251 248 248 249 251 250 245 250 254 252 240 222 181 133 79 38 9 3 0
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Candela Tabulation

Vertical Angle
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Luminaire Stabilization.

The results were measured after stabilization of the sample in the Goniophotometer (unless otherwise stated). Stability 

shall be achieved when the variation (Maximum to minimum) of at least three readings of the light output and electrical 

power consumption, taken at a maximum of 10-minute intervals over a period of 20 minutes and divided by the last of 

these measurements chronologically, is less than 0.5%.

The goniophotometer Mayer Engineering Type C is calibrated using a frosted tungsten filament FDS/DZE lamp with 

the following specifications:

The goniophotometer Mayer Engineering Type C is calibrated using a frosted tungsten filament FDS/DZE lamp with 

the following specifications:

Manufacturer: GE

Part Number: DZE

Bulb Number: 106-A

Voltage: 16.93 Volts DC reference

Calibration Current: 4.863 Amperes

Luminous Intensity: 168.8 Candelas

Calibration Date: 4/25/12 (NIST traceable)

Manufacturer: GE

Part Number: DZE 

Bulb Number: 106-B

Voltage: 16.45 Volts DC reference

Calibration Current: 4.79 Amperes

Luminous Intensity: 145.3 Candelas

Calibration Date: 4/25/12(NIST traceable)

Manufacturer: GE

Part Number: DZE

Bulb Number: 106-C

Voltage: 16.57 Volts DC reference

Calibration Current: 4.829 Amperes

Luminous Intensity: 157.0 Candelas

Calibration Date: 4/25/12 (NIST traceable)

A Yokogawa WT310 Power Analyzer was used to measure all electrical characteristics of the sample.

The sample was evaluated for photometric and electrical characteristics using a goniophotometer, located in purpose-

built, temperature and humidity-controlled, draft free environments
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Photometric Testing Information
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Calibration Due Date

Power Analyzer Yokogawa WT310-E POA400 9/25/2024

Programmable DC Power Supply Chroma Instruments 62012P-80-60 DCP300 N/A

Regulated Power Supply Chroma Instruments 61602 AC301 N/A

Optometer Gigahertz Optik P9801 OPT400 N/A

Description Manufacturer and Model Number

Equipment List:  Goniophotometer Type C (Mirror 2)                                

CSA Instrument 

Reference Number

 * All equipment is calibrated to ISO / IEC 17025-2017 guidelines.

Accreditation            

This report, and use of the NVLAP logo, shall not be used by a client to claim certification, approval, or endorsement by 

NVLAP, NIST, or any agency of the U.S. Government.

This report, and use of the CSA logo, shall not be used by a client to claim certification, approval, or endorsement by 

CSA.

This test report, may contain sections with product performance criteria, which has been specified by certification 

program(s) not affiliated with NVLAP. TM-30-18 is not covered under NVLAP Accreditation.

This test report, contains sections with test data recorded within the scope of this labs accreditation through NVLAP. In 

these instances, the NVLAP Logo and associated testing lab code will be present on the header of the first page and last 

page.
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