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                                  Light Fixture Types


                                  
 	Pole Mount
	Wall Mount
	Yoke Mount
	High Bay Lights
	Low Bay Lights
	Flood Lights
	Linear Lights
	Stanchion Mount
	Temporary Lights




                                

                             
                                
                                  Light Fixture Family


                                  
 	MR Series
	XR Series
	AR Series
	GS Series
	BL Series
	NL Series
	EXC Series
	CANLED Series
	XCANLED Series
	ZLM Series
	LS Series




                                

                             
                                
                                  Certification


                                  
 	Ordinary Location
	Marine Location
	Class I Division 1
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	Class I Zone 1
	Class I Zone 2
	Class II Division 1
	Class II Division 2
	Class II Zone 20
	Class II Zone 21
	Class II Zone 22
	Dark Sky
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 	500 - 5,000
	5,000 - 10,000
	10,000 - 20,000
	20,000 - 30,000
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                                  Light Dist. Type


                                  
 	Wide Beam
	Narrow Beam
	Type 1
	Type 2
	Type 3
	Type 4
	Type 5




                                

                             
                                
                                  Input Voltage


                                  
 	12VDC
	24VDC
	120VAC
	120-277VAC
	347VAC
	347-480VAC




                                

                             
                          

                          
                                
                                  Quick Selection Guide (PDF)

Product Lighting Catalog (PDF)

Replacement/Upgrade Guide (PDF)
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                            LS Series
                          

                          
                          1,500 Lumen per Module Stringer Light

                          
                          Nemalux's LS is a temporary stringer light designed for harsh & hazardous locations use. String lengths reach 30 LED modules on one line or up to 300 feet.
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	Approved for use in hazardous locations.
	Stringer light for temporary applications.
	Ambient temperature range is -50°C to +70°C.
	Input voltage options is 120 VAC +/- 10%.
	Ingress protection level is IP66/67.


Fixture weight is 1.2 kg (2.6 lbs) per module.
Fixture weight including 10ft of cord is 1.6 kg (3.5 lbs) per module.
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	LS Gallery
	LS Documentation
	Product Filter
	

                    
                    

                    

                    
                      
                    

                    

                    

                      
                        
                      

                      

                      

                        

                        
                        
                          
                        

                        

                        
                          
                            
















                          
                            
                          
                            
                          
                            
      
        
  
          

            
              
                

                  
                    
                      

                        
                          
                            

                              
                                
                                  

                                    
                                      
                                        
                                          
                                            LS Product Specifications

Features:

	Streamlined housing for quick installation and teardown.
	Versatile mounting options for increased flexibility.
	360° light output provides up-light and down-light.
	Field replaceable sub-assemblies and cable.


Module spacing of 8ft or less and a mounting height of 9ft or less achieves OSHA-recommended illumination levels of 5fc.
                                          

                                        

                                        
                                          
                                            LS Certifications and Safety Ratings

Certified for general and hazardous location use.

Certified to:



	UL 1088, UL 1598, UL 1598A, CAN/ULC-S1088
	CSA C22.2 No. 137.18




LS Safety Ratings:


	Class I, Division 2, Groups ABCD, T5, -50°C Ta 70°C
	Class II, Division 1, Groups EFG, T5, -50°C Ta 70°C
	Class III; Zone 2, Zone 20, T5, -50°CTa 70°C



                                          

                                        

                                      

                                    


                                  

                                

                              


                              
                                
                                  

                                    
                                      
                                        
                                          Nemalux designed the LS for temporary lighting applications in harsh and hazardous locations. The LS fixture is a stringer light available in several lengths and LED modules. 


                                        

                                        
                                          The streamlined body allows for easier routing and pulling around obstacles. While the durable powder-coated finish stands up to the rigors of daily use. The LS has an ingress protection rating of IP66/67.


                                        

                                        
                                          Simple mounting options enable quick setup and teardown for temporary usage. The LS is a great fit for maintenance shutdown and turnaround.
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                                    Select Lighting Options

                                    Select options
Luminaire Type
Lumen Output
Optical Dist. Profile
Certification
Input Voltage
Ingress Protection
Max Ambient Temp
Min Ambient Temp
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                                            [image: ]  



                                          
                                        
                                          
                                            
                                            	Flood
	Linear
	High Bay
	Low Bay
	Pole Mount
	Yoke Mount
	Wall Mount
	Hook Pendant
	Conduit
	Area
	Temporary
	Strap Mount
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	Clamp Mount
	Stanchion Mount
	Exit Sign
	Bulkhead
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                                        AR Series 
                                      

                                      
                                        10,000 – 48,000 Lumen High Output Hazardous Location Light
                                      

                                      
                                        Versatile Hazardous Location Lighting Fixture

                                        
                                        

                                      

                                     
                                    
                                  
	
                                    
                                      [image:  Versatile Hazardous Location Lighting Fixture]

                                      
                                        XR Series 
                                      

                                      
                                        8,000 – 20,000 Lumen Multi-functional Hazardous Location Light
                                      

                                      
                                        Versatile Hazardous Location Lighting Fixture

                                        
                                        

                                      

                                     
                                    
                                  
	
                                    
                                      [image:  Versatile Hazardous Location Lighting Fixture]

                                      
                                        MR Series 
                                      

                                      
                                        3,000 – 6,000 Lumen Multi-functional Hazardous Location Light
                                      

                                      
                                        Versatile Hazardous Location Lighting Fixture
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                                        BL Series 
                                      

                                      
                                        2,500 - 4,400 Lumen High Impact Linear Hazardous Location Light
                                      

                                      
                                        Linear Hazardous Location Lighting Fixture

                                        
                                        

                                      

                                     
                                    
                                  
	
                                    
                                      [image:  Linear Hazardous Location Lighting Fixture]

                                      
                                        NL Series 
                                      

                                      
                                        4,000 – 14,000 Lumen Durable Linear Hazardous Location Light
                                      

                                      
                                        Linear Hazardous Location Lighting Fixture

                                        
                                        

                                      

                                     
                                    
                                  
	
                                    
                                      [image:  Linear Hazardous Location Lighting Fixture]

                                      
                                        GS Series 
                                      

                                      
                                        500 – 5,000 Lumen Sealed Linear Hazardous Location Light
                                      

                                      
                                        Linear Hazardous Location Lighting Fixture
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                                        EXC Series 
                                      

                                      
                                        1,200 Lumen Explosion Proof LED Light
                                      

                                      
                                        Explosion Proof Light
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                                        ZLM Series 
                                      

                                      
                                        28,000 - 56,000 Lumen High Mast LED Light
                                      

                                      
                                        Modular Lighting Fixture
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                                        CANLED Series 
                                      

                                      
                                        500 Lumen Hazardous Location Light for Remote Applications
                                      

                                      
                                        Compact Hazardous Location DC Lighting Fixture

                                        
                                        

                                      

                                     
                                    
                                  
	
                                    
                                      [image:  Compact DC Hazardous Location Lighting Fixture]

                                      
                                        XCANLED Series 
                                      

                                      
                                        2,000 Lumen Hazardous Location DC Light 
                                      

                                      
                                        Compact DC Hazardous Location Lighting Fixture

                                        
                                        

                                      

                                     
                                    
                                  
	
                                    
                                      [image:  Temporary Hazardous Location Stringer Light]

                                      
                                        LS Series 
                                      

                                      
                                        1,500 Lumen per Module Hazardous Location Stringer Light
                                      

                                      
                                        Temporary Hazardous Location Stringer Light
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                                        RB Series 
                                      

                                      
                                        2,500 - 4,650 Lumen Bulkhead Floodlight
                                      

                                      
                                        Compact Bulkhead Floodlight

                                        
                                        

                                      

                                     
                                    
                                  
	
                                    
                                      [image:  Bulkhead Floodlight]

                                      
                                        RF Series 
                                      

                                      
                                        8,500 - 18,500 Lumen Bulkhead Floodlight
                                      

                                      
                                        Bulkhead Floodlight
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                                        RH Series 
                                      

                                      
                                        20,000 - 35,000 Lumen High Power Floodlight
                                      

                                      
                                        High Power Floodlight
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                                        RL Series 
                                      

                                      
                                        3,065 - 12,260 Lumen Linear Fixture
                                      

                                      
                                        Linear Hazardous Areas Fixture
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                                        RM Series 
                                      

                                      
                                        5,000 - 15,000 Mid Power Floodlight
                                      

                                      
                                        Mid Power Floodlight

                                        
                                        

                                      

                                     
                                    
                                  


                            

                          
  
                        

                      

                    

                  

                

              

            

          

        

        
      

    

  

  





                
              

            

          


        

      

    

     
  


     
      

        
          
            
              







    


  
    

    
      
        
          


        
        

        
 	Lighting Products
	Lighting Services
	Lighting Resources




        

      

    
      
    
      
        
        


        
        

        
 	Request Information
	Request Service Support




        

      

    
      
    
      
        
        


        
        

        
 	About Nemalux
	Legal




        

        
        

        
      

    
      
    
      
        
          


          
        


1018 72nd Avenue NE
Calgary, AB, Canada
T2E 8V9

 

1-877-NEMALUX
1-877-636-2589
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